Bretting Bulk Pack Polywrapper

Standard Features:
Automatic Infeed Unit
Unwind Unit
Poly Infeed Station
Pushing Unit
Bucket Elevator
Poly Folding Section
Upper Bucket
Lower Sealing Station
Side Folder Station
Side Sealing Station
Operator Panel

Machine Range:
Width: 100mm - 230mm
Length: 200mm - 500mm
Height: 85mm - 230mm

Reliable and versatile wrappers Wrapping Material:
Polyethylene (PE)

. . Polypropylene (PP
The fully a_utomatlc bulk pqck wrappers are some of the mqst reliable Polzgmg;ene EOP)P)
and versatile wrappers available today. Innovative sequential servo
motor technology and rapid, easy size changeovers are part of their Changeover Time:
thoughtful design to achieve top performance in packaging bulk pack 15 minutes average
napkins using low gauge printed polyethylene or polypropylene packag- 30 minutes maximum
ing material.

Parent Roll:
. . - Maximum diameter: up to 600mm

The servo motors prow_de contln_ual and constant_ p_os!tlve contr(_)l of the Width: up to 880mm :
product and the wrapping material. They also minimize the utilization of Core diameter: 70mm to 76mm
mechanical wearing parts and increase machine changeover capability. Poly print repeat: 325mm to 750mm

Parent Roll Change:
approximately 3 minutes

5059mm — Print Centering:
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